
Standard 4 port Configuration

Multicolonna Radiator
Installation Details

525252 53

position on the code: 0QFMchhhhEEaaC0

Special configurations - two-pipe

Standard configuration
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Configurations

e

Fixed flow divertor  
100% watertight flow divertor 

l = Venting  Water input
E = Draining  Water output







standard connections 
(1/2", internal thread)
- for other connections
see page connections

standard connections 
(1/2", internal thread)
- for other connections
see page connections

1/2" connections, 
internal thread

1/2" connections, 
internal thread

1/2" connections, 
internal thread

1/2" connections, 
internal thread

Bottom/top vertical connections

Top/Top upper connections

Bottom/bottom lower connections

Bottom/bottom opposite side extra charge extra charge

Top connection - tapping center 50mm
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standard connections 
(1/2", internal thread)
- for other connections
see page connections

Top/Top opposite side

Bottom/top opposite side
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1/2" connections, 
internal thread

Bottom connection - tapping center 50mm

€ 15,75

€ 91,63

€ 31,47

€ 47,23

€ 75,04

€ 91,63

€ 109,18

€ 75,04

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com
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• NB: Remember to check the quantity of brackets required along the length of the radiator according to height & Length

• Typically begin brackets at the third column in from the end of the radiator

For pipe centres through floor (distance from wall) , divide radiator width by 2 and add 35mm. Remember to deduct skirting thickness

101010 11

model height  
h (mm)

code* tappings 
center
i (mm)

empty 
weight

(kgs)

Water 
content

(lt)

max. 
n. of elements

as single block

power output 
(W) Dt 50°c 

75/65-20

power output 
(W) Dt 42,5°c

 70/55-20

power output 
(W) Dt 30°c 

 55/45-20

exp.
n

eur
element

300 300 0Qf020300xyaac0 230 0,5 0,4 60 24,3 19,9 12,9 1,244 19,92

400 400 0Qf020400xyaac0 330 0,6 0,5 60 31,1 25,4 16,4 1,249 12,66

500 500 0Qf020500xyaac0 430 0,8 0,6 60 38,0 31,0 20,0 1,255 13,10

600 600 0Qf020600xyaac0 530 0,9 0,7 60 44,8 36,5 23,5 1,261 13,73

750 750 0Qf020750xyaac0 680 1,1 0,8 60 55,0 44,7 28,7 1,270 14,68

800 800 0Qf020885xyaac0 730 1,2 0,8 60 58,4 47,4 30,5 1,273 19,48

900 900 0Qf020900xyaac0 830 1,4 0,9 60 65,1 52,9 33,9 1,279 15,58

1.000 1000 0Qf021000xyaac0 930 1,5 1,0 60 72,1 58,5 37,4 1,285 16,67

1.200 1200 0Qf021200xyaac0 1.130 1,8 1,1 30 85,6 69,4 44,2 1,294 17,87

1.500 1500 0Qf021500xyaac0 1.430 2,2 1,4 30 106,4 86,0 54,6 1,307 25,14

1.800 1800 0Qf021800xyaac0 1.730 2,6 1,6 30 127,7 103,0 65,0 1,321 28,50

2.000 2000 0Qf022000xyaac0 1.930 2,9 1,7 30 142,3 114,8 72,5 1,320 30,77

2.200 2200 0Qf022200xyaac0 2.130 3,2 1,9 30 157,2 126,8 80,1 1,320 32,71

2.500 2500 0Qf022500xyaac0 2.430 3,6 2,1 20 180,1 145,4 91,8 1,319 39,37

2.800 2800 0Qf022800xyaac0 2.730 4,0 2,3 20 203,9 164,6 104,0 1,318 41,88

3.000 3000 0Qf023000xyaac0 2.930 4,3 2,4 20 217,9 175,9 111,1 1,318 48,81

Multicolonna 2 - Columns Width 66 mm

connections
the standard configuration has 4 connections 1/2" 
on radiator's sides, and a pre-mounted 1/2" blind 
cap. For other possible connections see on page 
"connections".
Removing side connections (plug reductions) 
damages the radiator.

Brackets
Brackets are to be ordered separately

data per element.
Available Lenghts for each Height and power output are in the table on the following pages.
The price for the special heights results as follows : 25% extra charge on the bigger standard height (the standard heights are those in the charts)

* The following must be defined to compile the code correctly: colour (f), number of elements (xy), connections (AA) and configuration (C); for precise details see 
 the Multicolonna Code page and following pages.
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XXX107

Bracket gBt
white: cod. 550Q040000  - 22,66 E
coloured:  cod. 550Q061000  - 29,45 E

special Brackets for multicolonna 2
(other brackets in the page Fixings)

Brackets 12V (packahe with 2 brackets)
wall distance 50-80 mm cod. 550Q001600 - 4,17 E

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com
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101010 11

model height  
h (mm)

code* tappings 
center
i (mm)

empty 
weight

(kgs)

Water 
content

(lt)

max. 
n. of elements

as single block

power output 
(W) Dt 50°c 

75/65-20

power output 
(W) Dt 42,5°c

 70/55-20

power output 
(W) Dt 30°c 

 55/45-20

exp.
n

eur
element

300 300 0Qf020300xyaac0 230 0,5 0,4 60 24,3 19,9 12,9 1,244 19,92

400 400 0Qf020400xyaac0 330 0,6 0,5 60 31,1 25,4 16,4 1,249 12,66

500 500 0Qf020500xyaac0 430 0,8 0,6 60 38,0 31,0 20,0 1,255 13,10

600 600 0Qf020600xyaac0 530 0,9 0,7 60 44,8 36,5 23,5 1,261 13,73

750 750 0Qf020750xyaac0 680 1,1 0,8 60 55,0 44,7 28,7 1,270 14,68

800 800 0Qf020885xyaac0 730 1,2 0,8 60 58,4 47,4 30,5 1,273 19,48

900 900 0Qf020900xyaac0 830 1,4 0,9 60 65,1 52,9 33,9 1,279 15,58

1.000 1000 0Qf021000xyaac0 930 1,5 1,0 60 72,1 58,5 37,4 1,285 16,67

1.200 1200 0Qf021200xyaac0 1.130 1,8 1,1 30 85,6 69,4 44,2 1,294 17,87

1.500 1500 0Qf021500xyaac0 1.430 2,2 1,4 30 106,4 86,0 54,6 1,307 25,14

1.800 1800 0Qf021800xyaac0 1.730 2,6 1,6 30 127,7 103,0 65,0 1,321 28,50

2.000 2000 0Qf022000xyaac0 1.930 2,9 1,7 30 142,3 114,8 72,5 1,320 30,77

2.200 2200 0Qf022200xyaac0 2.130 3,2 1,9 30 157,2 126,8 80,1 1,320 32,71

2.500 2500 0Qf022500xyaac0 2.430 3,6 2,1 20 180,1 145,4 91,8 1,319 39,37

2.800 2800 0Qf022800xyaac0 2.730 4,0 2,3 20 203,9 164,6 104,0 1,318 41,88

3.000 3000 0Qf023000xyaac0 2.930 4,3 2,4 20 217,9 175,9 111,1 1,318 48,81

Multicolonna 2 - Columns Width 66 mm

connections
the standard configuration has 4 connections 1/2" 
on radiator's sides, and a pre-mounted 1/2" blind 
cap. For other possible connections see on page 
"connections".
Removing side connections (plug reductions) 
damages the radiator.

Brackets
Brackets are to be ordered separately

data per element.
Available Lenghts for each Height and power output are in the table on the following pages.
The price for the special heights results as follows : 25% extra charge on the bigger standard height (the standard heights are those in the charts)

* The following must be defined to compile the code correctly: colour (f), number of elements (xy), connections (AA) and configuration (C); for precise details see 
 the Multicolonna Code page and following pages.
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Bracket gBt
white: cod. 550Q040000  - 22,66 E
coloured:  cod. 550Q061000  - 29,45 E

special Brackets for multicolonna 2
(other brackets in the page Fixings)

Brackets 12V (packahe with 2 brackets)
wall distance 50-80 mm cod. 550Q001600 - 4,17 E

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com
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Bracket gBt
white: cod. 550Q040000  - 22,66 E
coloured:  cod. 550Q061000  - 29,45 E

special Brackets for multicolonna 3
(other brackets in the page Fixings)

Multicolonna 3 - Columns Width 107 mm

data per element.
Available Lenghts for each Height and power output are in the table on the following pages.
The price for the special heights results as follows : 25% extra charge on the bigger standard height (the standard heights are those in the charts)

* The following must be defined to compile the code correctly: colour (f), number of elements (xy), connections (AA) and configuration (C); for precise details see 
 the Multicolonna Code page and following pages.
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Brackets 12V (packahe with 2 brackets)
wall distance 80-110 mm cod. 550Q001700 - 4,17 E

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com

pge
Set of 2 floor brackets PGE
for Multicolonna 3 columns
distance to florr 100 mm
cod. 550Q010700 - 93,04 E

model height  
h (mm)

code* tappings 
center
i (mm)

empty 
weight

(kgs)

Water 
content

(lt)

max. 
n. of elements

as single block

power output 
(W) Dt 50°c 

75/65-20

power output 
(W) Dt 42,5°c

 70/55-20

power output 
(W) Dt 30°c 

 55/45-20

exp.
n

eur
element

300 300 0Qf030300xyaac0 230 0,7 0,6 60 33,1 27,0 17,5 1,249 21,07

400 400 0Qf030400xyaac0 330 0,9 0,7 60 42,3 34,5 22,3 1,254 14,11

500 500 0Qf030500xyaac0 430 1,2 0,8 60 51,6 42,1 27,1 1,258 14,78

600 600 0Qf030600xyaac0 530 1,4 1,0 60 60,8 49,5 31,9 1,263 15,56

750 750 0Qf030750xyaac0 680 1,7 1,1 55 74,5 60,6 38,9 1,270 16,83

800 800 0Qf030800xyaac0 730 1,8 1,2 55 79,1 64,3 41,3 1,272 22,71

900 900 0Qf030900xyaac0 830 2,1 1,3 55 88,2 71,7 45,9 1,277 18,17

1.000 1000 0Qf031000xyaac0 930 2,3 1,4 55 97,4 79,1 50,6 1,281 19,09

1.200 1200 0Qf031200xyaac0 1.130 2,7 1,6 30 116,0 94,1 60,0 1,290 20,90

1.500 1500 0Qf031500xyaac0 1.430 3,3 2,0 30 144,4 116,9 74,3 1,302 30,02

1.800 1800 0Qf031800xyaac0 1.730 4,0 2,3 30 173,6 140,2 88,7 1,315 34,76

2.000 2000 0Qf032000xyaac0 1.930 4,4 2,6 30 193,7 156,5 99,0 1,313 37,41

2.200 2200 0Qf032200xyaac0 2.130 4,8 2,8 30 214,2 173,1 109,6 1,311 39,81

2.500 2500 0Qf032500xyaac0 2.430 5,3 3,2 20 246,0 198,9 126,1 1,308 49,03

2.800 2800 0Qf032800xyaac0 2.730 6,0 3,6 20 279,0 225,7 143,2 1,305 52,95

3.000 3000 0Qf033000xyaac0 2.930 6,4 3,8 20 301,8 244,2 155,1 1,303 62,36

r12V

connections
the standard configuration has 4 connections 1/2" 
on radiator's sides, and a pre-mounted 1/2" blind 
cap. For other possible connections see on page 
"connections".
Removing side connections (plug reductions) 
damages the radiator.

Brackets
Brackets are to be ordered separately
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Bracket gBt
white: cod. 550Q040000  - 22,66 E
coloured:  cod. 550Q061000  - 29,45 E

special Brackets for multicolonna 4
(other brackets in the page Fixings)

Multicolonna 4 - Columns Width 148 mm

data per element.
Available Lenghts for each Height and power output are in the table on the following pages.
The price for the special heights results as follows : 25% extra charge on the bigger standard height (the standard heights are those in the charts)

* The following must be defined to compile the code correctly: colour (f), number of elements (xy), connections (AA) and configuration (C); for precise details see 
 the Multicolonna Code page and following pages.
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Brackets 12V (packahe with 2 brackets)
wall distance 80-110 mm cod. 550Q001700 - 4,17 E

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com

model height  
h (mm)

code* tappings 
center
i (mm)

empty 
weight

(kgs)

Water 
content

(lt)

max. 
n. of elements

as single block

power output 
(W) Dt 50°c 

75/65-20

power output 
(W) Dt 42,5°c

 70/55-20

power output 
(W) Dt 30°c 

 55/45-20

exp.
n

eur
element

300 300 0Qf040300xyaac0 230 0,9 0,8 60 42,3 34,5 22,3 1,252 26,71

400 400 0Qf040400xyaac0 330 1,2 0,9 60 55,5 45,2 29,2 1,257 18,78

500 500 0Qf040500xyaac0 430 1,5 1,1 60 68,3 55,6 35,8 1,263 19,59

600 600 0Qf040600xyaac0 530 1,8 1,2 60 81,1 66,0 42,4 1,268 20,79

750 750 0Qf040750xyaac0 680 2,2 1,5 50 100,0 81,3 52,1 1,276 22,12

800 800 0Qf040800xyaac0 730 2,4 1,6 50 106,3 86,4 55,3 1,279 29,69

900 900 0Qf040900xyaac0 830 2,6 1,7 50 118,9 96,5 61,7 1,284 23,75

1.000 1000 0Qf041000xyaac0 930 2,9 1,9 50 131,5 106,6 68,0 1,290 24,67

1.200 1200 0Qf041200xyaac0 1.130 3,5 2,2 30 156,6 126,8 80,7 1,297 27,13

1.500 1500 0Qf041500xyaac0 1.430 4,4 2,7 30 194,3 157,1 99,6 1,308 39,09

1.800 1800 0Qf041800xyaac0 1.730 5,3 3,1 30 232,3 187,5 118,5 1,318 46,53

2.000 2000 0Qf042000xyaac0 1.930 5,8 3,4 30 257,8 208,2 131,7 1,315 50,04

2.200 2200 0Qf042200xyaac0 2.130 6,3 3,8 30 283,5 229,1 145,1 1,311 54,55

2.500 2500 0Qf042500xyaac0 2.430 7,1 4,2 20 322,3 260,7 165,5 1,305 67,06

2.800 2800 0Qf042800xyaac0 2.730 7,8 4,7 20 361,6 292,8 186,2 1,299 73,78

3.000 3000 0Qf043000xyaac0 2.930 8,4 5,0 20 388,1 314,4 200,3 1,295 88,85

r12V

pge
Set of 2 floor brackets PGE
for Multicolonna 4 columns
distance to florr 100mm
cod. 550Q010800 - 97,78 E

connections
the standard configuration has 4 connections 1/2" 
on radiator's sides, and a pre-mounted 1/2" blind 
cap. For other possible connections see on page 
"connections".
Removing side connections (plug reductions) 
damages the radiator.

Brackets
Brackets are to be ordered separately
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Bracket gBt
white: cod. 550Q040000  - 22,66 E
coloured:  cod. 550Q061000  - 29,45 E

special Brackets for multicolonna 5
(other brackets in the page Fixings)

Multicolonna 5 - Columns Width 1189 mm

data per element.
Available Lenghts for each Height and power output are in the table on the following pages.
The price for the special heights results as follows : 25% extra charge on the bigger standard height (the standard heights are those in the charts)

* The following must be defined to compile the code correctly: colour (f), number of elements (xy), connections (AA) and configuration (C); for precise details see 
 the Multicolonna Code page and following pages.
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Brackets 12V (packahe with 2 brackets)
wall distance 110-150 mm cod. 550Q001800 - 4,17 E

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com

r12V

pge
Set of 2 floor brackets PGE
for Multicolonna 5 columns
distance to florr 100 mm
cod. 550Q010900 - 106,45 E

model height  
h (mm)

code* tappings 
center
i (mm)

empty 
weight

(kgs)

Water 
content

(lt)

max. 
n. of elements

as single block

power output 
(W) Dt 50°c 

75/65-20

power output 
(W) Dt 42,5°c

 70/55-20

power output 
(W) Dt 30°c 

 55/45-20

exp.
n

eur
element

300 300 0Qf050300xyaac0 230 1,2 1,0 55 51,9 42,3 27,4 1,253 29,57

400 400 0Qf050400xyaac0 330 1,6 1,2 55 67,2 54,7 35,3 1,261 22,11

500 500 0Qf050500xyaac0 430 1,9 1,4 55 82,2 66,9 43,0 1,270 23,22

600 600 0Qf050600xyaac0 530 2,3 1,6 55 97,0 78,8 50,5 1,278 24,39

750 750 0Qf050750xyaac0 680 2,8 1,8 45 119,0 96,5 61,5 1,291 26,23

800 800 0Qf050800xyaac0 730 3,1 1,9 45 126,3 102,3 65,2 1,295 35,07

900 900 0Qf050900xyaac0 830 3,3 2,1 45 140,8 113,9 72,4 1,303 28,06

1.000 1000 0Qf051000xyaac0 930 3,7 2,3 45 155,4 125,6 79,5 1,312 29,16

1.200 1200 0Qf051200xyaac0 1.130 4,4 2,7 30 184,5 148,9 94,0 1,320 32,26

1.500 1500 0Qf051500xyaac0 1.430 5,5 3,3 25 228,4 183,9 115,7 1,332 47,02

1.800 1800 0Qf051800xyaac0 1.730 6,5 3,9 25 272,9 219,3 137,3 1,345 54,70

2.000 2000 0Qf052000xyaac0 1.930 7,2 4,3 25 302,9 243,7 152,9 1,338 59,00

2.200 2200 0Qf052200xyaac0 2.130 7,9 4,7 15 333,3 268,4 168,8 1,332 63,90

2.500 2500 0Qf052500xyaac0 2.430 9,0 5,3 15 379,7 306,3 193,3 1,322 78,49

2.800 2800 0Qf052800xyaac0 2.730 10,1 5,9 12 427,1 345,1 218,5 1,312 85,12

3.000 3000 0Qf053000xyaac0 2.930 10,8 6,2 12 459,3 371,5 235,7 1,306 100,58

connections
the standard configuration has 4 connections 1/2" 
on radiator's sides, and a pre-mounted 1/2" blind 
cap. For other possible connections see on page 
"connections".
Removing side connections (plug reductions) 
damages the radiator.

Brackets
Brackets are to be ordered separately
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Multicolonna 6 - Columns Width 1230 mm

data per element.
Available Lenghts for each Height and power output are in the table on the following pages.
The price for the special heights results as follows : 25% extra charge on the bigger standard height (the standard heights are those in the charts)

* The following must be defined to compile the code correctly: colour (f), number of elements (xy), connections (AA) and configuration (C); for precise details see 
 the Multicolonna Code page and following pages.
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Bracket gBt
white: cod. 550Q040000  - 22,66 E
coloured:  cod. 550Q061000  - 29,45 E

special Brackets for multicolonna 6
(other brackets in the page Fixings)

Brackets 12V (packahe with 2 brackets)
wall distance 110-150 mm cod. 550Q001800 - 4,17 E

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com

r12V

pge
Set of 2 floor brackets PGE
for Multicolonna 6 columns
distance to florr 100 mm
cod. 550Q011000 - 119,08 E

model height  
h (mm)

code* tappings 
center
i (mm)

empty 
weight

(kgs)

Water 
content

(lt)

max. 
n. of elements

as single block

power output 
(W) Dt 50°c 

75/65-20

power output 
(W) Dt 42,5°c

 70/55-20

power output 
(W) Dt 30°c 

 55/45-20

exp.
n

eur
element

300 300 0Qf060300xyaac0 230 1,5 1,1 50 62,3 50,7 32,7 1,262 31,57

400 400 0Qf060400xyaac0 330 1,9 1,3 50 81,0 65,9 42,3 1,270 24,67

500 500 0Qf060500xyaac0 430 2,3 1,6 50 99,4 80,8 51,7 1,278 25,85

600 600 0Qf060600xyaac0 530 2,7 1,8 50 117,5 95,3 60,9 1,287 27,12

750 750 0Qf060750xyaac0 680 3,4 2,2 40 144,4 116,9 74,4 1,299 29,37

800 800 0Qf060800xyaac0 730 3,8 2,3 40 153,3 124,0 78,8 1,303 39,15

900 900 0Qf060900xyaac0 830 4,0 2,5 40 171,0 138,2 87,5 1,311 31,32

1.000 1000 0Qf061000xyaac0 930 4,4 2,8 40 188,6 152,2 96,1 1,319 32,83

1.200 1200 0Qf061200xyaac0 1.130 5,2 3,3 30 223,8 180,5 113,9 1,322 36,62

1.500 1500 0Qf061500xyaac0 1.430 6,5 4,0 20 276,3 222,8 140,4 1,325 53,34

1.800 1800 0Qf061800xyaac0 1.730 7,7 4,7 20 328,9 265,0 166,8 1,329 61,90

2.000 2000 0Qf062000xyaac0 1.930 8,6 5,2 15 364,0 293,3 184,7 1,328 67,36

2.200 2200 0Qf062200xyaac0 2.130 9,5 5,7 13 399,2 321,8 202,8 1,326 72,72

2.500 2500 0Qf062500xyaac0 2.430 10,8 6,4 13 452,4 364,8 229,9 1,325 90,56

2.800 2800 0Qf062800xyaac0 2.730 12,1 7,2 10 505,9 408,0 257,2 1,324 99,33

3.000 3000 0Qf063000xyaac0 2.930 13,3 7,7 10 541,9 437,1 275,8 1,322 117,20

connections
the standard configuration has 4 connections 1/2" 
on radiator's sides, and a pre-mounted 1/2" blind 
cap. For other possible connections see on page 
"connections".
Removing side connections (plug reductions) 
damages the radiator.

Brackets
Brackets are to be ordered separately
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PGG SERIES
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50 250060400600T Set of 2 BG3 wall holders with transparent clamp
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8

1 2

H
 <_

 1
00

0 
m

m
 =

 G
TX

H
 >

 1
00

0 
m

m
 =

 G
TX

 +
 G

TX
P

GTXP

N° VA_MES 15 02 051

+++

++++

++++

++++

+

WALL BRACKETS
QUICK-MOUNTING BRACKETS FOR COLUMN RADIATORS, WITH TRANSPARENT CLAMPS

CODE

60640026 GTX 260 bracket, in white, for H = 300 to 350 mm,

60640035 GTX 350 bracket, in white, for H = 350 to 450 mm,

20 800

20 640

60640045 GTX 450 bracket, in white, for H = 500 to 700 mm, 20 480

60640070 GTX 700 bracket, in white, for H = 750 to 1000 mm, 20 240

GTXP bracket, in white, 20

F1
F2

F3

F1 = 750 N

F2 = 400 N

35mm

[mm] GTX

60640100 1100
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PGG FLOOR BRACKETS

Integral Valve Configuration
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this version allows the flow of water in the radiator to be controlled 
automatically according to the required room temperature, thanks to 
installation during production of a Danfoss thermostatic valve designed 
for mounting a thermostatic head.  
the drawings alongside show the possibilities for connection and the 
possible positions for the valve and thermostatic head in the top or 
bottom part of the radiator.  in the latter case, two air vent valves (S) 
must be installed. 

3/4” connections with external thread for eurocones - 
tappings centre 50 mm
the following must be defined to compile the purchase code: colour (f), 
number of elements (xy), for details see the Multicolonna Code page 
and following pages.

in the case of multicolonna integrato, neither the configuration 
(possible configurations page) or the connections (connections 
page) can be determined, but only the position of the valve (top 
or bottom) and the 50 mm tappings centre connection (side or 
centre) according to the following table: 

• extracharge for thermostatic head:                                                E   21,09

code position of the ValVe eXtracharge

0Qf1chhhhxy0000 with integrated top valve € 135,45

0Qf2chhhhxy0000 with integrated bottom valve € 195,19

0Qf1chhhhxy00m0 with integrated top valve (centre connection) € 252,04

0Qf2chhhhxy00m0 with integrated bottom valve (centre connection) € 299,37

Multicolonna Integrato (with valve)

Version with top valve

Version with bottom valve

Version with top valve and centre-connection
(or on the bottom)

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com

thermostatic head is to be ordered separately

for coloured versions, see page 61
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this version allows the flow of water in the radiator to be controlled 
automatically according to the required room temperature, thanks to 
installation during production of a Danfoss thermostatic valve designed 
for mounting a thermostatic head.  
the drawings alongside show the possibilities for connection and the 
possible positions for the valve and thermostatic head in the top or 
bottom part of the radiator.  in the latter case, two air vent valves (S) 
must be installed. 

3/4” connections with external thread for eurocones - 
tappings centre 50 mm
the following must be defined to compile the purchase code: colour (f), 
number of elements (xy), for details see the Multicolonna Code page 
and following pages.

in the case of multicolonna integrato, neither the configuration 
(possible configurations page) or the connections (connections 
page) can be determined, but only the position of the valve (top 
or bottom) and the 50 mm tappings centre connection (side or 
centre) according to the following table: 

• extracharge for thermostatic head:                                                E   21,09

code position of the ValVe eXtracharge

0Qf1chhhhxy0000 with integrated top valve € 135,45

0Qf2chhhhxy0000 with integrated bottom valve € 195,19

0Qf1chhhhxy00m0 with integrated top valve (centre connection) € 252,04

0Qf2chhhhxy00m0 with integrated bottom valve (centre connection) € 299,37

Multicolonna Integrato (with valve)

Version with top valve

Version with bottom valve

Version with top valve and centre-connection
(or on the bottom)

For further technical Info please see the technical sheet and the technical catalogue in the website www.dlradiators.com

thermostatic head is to be ordered separately

for coloured versions, see page 61
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